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WITH ALUMINIUM HOUSINGAC SERIES AIR COMPRESSOR MOTORS
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Frame size

Mounting Dimensions(mm) Overall
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Model

Power
Voltage 

(V) 
Current 

(A) 
Speed 
(r.p.m) Eff (%) Power

factorKW HP Tst/Tn(Times) Tmax/Tn(Times) Ist/In(Times)
N.W.(kg)

Note:230V/50Hz ,240V/50Hz ,110V/60Hz , 115V/60Hz ,127V/60Hz ets.Models are available on request

Conform to the IEC standard

Be made of selected quality materials, latest design in entirety

Good performance, low noise, little vibration, safe and reliable 

cooperation

Nice appearance, light weight

Be maintained very conveniently, simple construction

Lower starting torque 0.3 to 0.4 times more than rated torque

Be used in a multitude of application where the lower starting 

torque is demanded, such as home electric appliances, pumps, 

fans and recording meters, etc.
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MT SERIES MILLING MOTOR

According to the special requirements on motors for high-accuracy milling 
machine, we have designed and manufactured this type of milling motor, 
whose frame, front shield, end shield and belt pulley are made of die-casting 
aluminum alloy. These motors are with the following features: good 
appearance, light weight, well heat dispelled, also they are with lots of 
advantages: light vibration, low noise, low temperature rise, safe and reliable 
operation, especially the advantage of stead transfer process of two 
rotational speeds.
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Wind Wheel 
Diameter      

(mm)

Air Quantity   
3 (m /h)

Air Pressure
(pa)

Power 
(kw)

Speed
(r/min)

Voltage
(V)

Rate Current
(A) 

Work Current     
(A)

Air Inlet Diameter
(mm) 

Air Outlet Diameter
(mm)
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TECHNICAL DATA

Model Poles

Power

Current 
(A) 

Voltage
(V)

Speed
(r/min)

Power
factor Tst/Tn(Times) Tmax/Tn(Times) Ist/In(Times)

CY SERIES AIR-BLOWER
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