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NFM

Max Temperature of Fluid up to +60

Max Pressure 10bar 

Max Ambient Temperature up to 40

T VU

SERIES CENTRIFUGAL PUMPS

NFM series are single stage centrifugal pumps, can be used to 
transfer clean water or other similar water in physical and 
chemical properties It is suitable for industrial use and urban 
water supply, pressure boosting for high buildings and fire 
system, garden irrigation, long-distance water transfer, heating 
ventilation and air controlling, circulation and pressure boosting 
for cold and hot water, and supporting equipment etc.
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SERIES IN LINE PUMPS

1. This kind of pump adopts the motor which is specially designed for this pump 
with advanced international motor design standard. It possesses small 
measurement, light weight, and will not obtain too much space, it could be 
mounted on any position of the pipe.

2. This kind of pump adopts the impeller which is designed specially and with 
patent right, the pump will reduce the consumption of the power. Based on 
equipping with the same output motor and same caliber of pump, this kind of 
pump will possess higher head, greater flow quantity while the load current is less.

3. Shaft seal adopts the type which is made of imported raw material and have 
longer life and is not easy to break.

4. The motor is totally enclosed, so it could be used on the place without any rain 
keeping off equipment. The shaft of the motor will not easily rust as it has been 
dealed with 45# steel.

5. Please don't  make the pump race rotation or back turn. For first time operating, 
please exhaust air form the exhaust steam nozzle, after having exhausted all the 
air, the pump could be operated for long period.

TECHNICAL DATA AT 380V 50Hz 

TYPE
Input Power Current

(A)
H.max

(m)
Q.max
(l/min)

S.Head
(M)KW HP

Capacity(l/min)

GD-32

GD-40

GD-50

GD-65

GD-80

GD-100-7.5

GD-100-10

T
o

ta
l 
h

e
a

d
(m

)0.37

0.75

1.5

2.2

4

5.5

7.5

1/2

1

2

3

5.5

7.5

10

0.9

2

3

5

8

11

15

12

15

18

20

23

24

26

120

240

330

400

500

650

800

10

14

17.5

19

22

23.5

25

9

15
3

12

2900

12

15

18

20

23

24

26

6

12

17

18

21

23

24

7.5

13

15.5

18.5

21.5

22.5

7.5

12

16.5

19

21

7

12.5

16.5

18

8

13

17

1.25"
1.5"
2"

2.5"
3"
4"
4"

32
40
50
65
80

100
100

TYPE

Dimensions(mm)    

20' (Cont)

G.WPackingSize (mm) Packing QTY. 

L          W        H
DNA    DNM

inch   mm  inch   mm  

250
263
294
316
330
390
390

220
198
215
215
292
335
335

350
385
435
475
540
600
640

10
12
12
12
12
12
12

125
131
147
158
165
195
195

120
122
137
137
152
175
175

139
65
75
82

149
209
209

20
21
22
26
31
26
26

KG

8

131
95
115
122
159
219
219

71
81
95

104
114
122
122

0 50 100 200 300 400 500 600 700 800

GD-32
GD-40
GD-50
GD-65
GD-80

GD-100-7.5
GD-100-10

1.25"
1.5"
2"

2.5"
3"
4"
4"

32
40
50
65
80

100
100

a b c d e f h l w g 1 4- d

Flange Dimensions(mm)

100
100
115
140
155
174
174

120
120
140
165
190
210
210

4- 10
4- 12
4- 12
4- 12
4- 14
4- 15
4- 15

lmp g.p.m

U.S.g.p.m50 100 150 200

H
(ft)
70

60

50

40

30

20

10

0

15

20

0 200 400 600 L/min
3m /h0 10 45

0

5

10

800

25 35

25 75 125 175

50 100 12525 75 150 250

100 300 500 700

5 15 20 30 40 50

GD-100-10
GD-100-7.5

GD-80
GD-65G

D
-50

G
D

-40

G
D

-3
2

25
0

0

H
e

a
d
 H

(m
)

H
e

a
d
 H

(m
)

Capacity Q
Capacity Q

25
0

0

Note: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz, 380V/50Hz ets. Models are available on request

: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz
Note: 230/400V/50Hz 240/415V/50Hz, 400/690V/50Hz, 420V/50Hz 380/440V/50/60Hz ets. Models are available on request 
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