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Max Pressure 8bar 

Max Ambient Temperature up to 40
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SERIES SELF-PRIMING PUMPS SERIES SELF-PRIMING PUMPS

JET-P series self-priming pumps can be used to transfer 

clean water or other similar water in physical and chemical 

properties. It is suitable for industrial use and urban water 

supply, domestic water supply, high rise building, long 

distance water transfer and related auxiliary equipment ect.

JSP series self-priming pumps can be used to transfer clean 

water or other similar water in physical and chemical 

properties. It is suitable for industrial use and urban water 

supply, domestic water supply, high rise building, long 

distance water transfer and related auxiliary equipment ect.
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Note: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz, 380V/50Hz ets. Models are available on request Note: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz, 380V/50Hz ets. Models are available on request

: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz

To
ta

l h
e
a
d
(m

)

DNM

d

D
N

A

a
b

c

e

g
f

h

i

DNM

d
D

N
A

a

b

c

e

i

g

f

h

j


	Ò³Ãæ  1

