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TYPE TYPE

Dimensions(mm)    Dimensions(mm)    

20' (Cont) 20' (Cont)
GW (kg) GW (kg)

PackingSize (mm) PackingSize (mm)Packing QTY. Packing QTY. 
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JDW self-priming deep-well pumps consist of an ejector unit and a 
centrifugal pump connected in series. The ejector unit can be lowered 
in a 4" diameter pipe of well. These pumps are suitable to convey clean 
water or non-aggressive chemical fluids, they are extremely reliable and 
simple to use and suitable for domestic applications, automatic 
distribution of water from small to medium size surge tanks and 
boosting systems. In order to grant a correct counter-pressure, it is 
always advisable to install a foot valve with a strainer on the suction 
nozzle.

JETDP-370

JETDP-550

JETDP-750

JETDP-1100

JETDP-1500

Size (inch) Size (inch)
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Input Power Current

(A) Enjector
KW HP 10m 25m 40m15m 35m
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Speed
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 (r/min)
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Max Temperature of Fluid up to +40
Max Pressure 10bar, 
Max Ambient Temperature up to 40

DP self-priming deep-well pumps consist of an ejector unit and a 
centrifugal pump connected in series. The ejector unit can be lowered 
in a 4" diameter pipe of well. These pumps are suitable to convey clean 
water or non-aggressive chemical fluids, they are extremely reliable and 
simple to use and suitable for domestic applications, automatic 
distribution of water from small to medium size surge tanks and 
boosting systems. In order to grant a correct counter-pressure, it is 
always advisable to install a foot valve with a strainer on the suction 
nozzle.

Note: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz, 380V/50Hz ets. Models are available on request

: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz

Note: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz, 380V/50Hz ets. Models are available on request

: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz

Max Temperature of Fluid up to +40
Max Pressure 10bar, 
Max Ambient Temperature up to 40
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