
SP PP

62 63

Max Temperature of Fluid up to +40

Max Pressure 8bar

Max Ambient Temperature up to 40
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SERIES SELF-PRIMING PUMPS SERIES SELF-PRIMING PUMPS

Stainless steel pump body SP series self-priming electric pumps, 

equipped with waterproof plug & power cord and watertight switch, it is 

suitable for gardening, water supply, washing, increase water pressure, 

etc. It is usually combined with a pressure switch and a surge tank to 

be used as a Domestic Water System for distributing water.

Plastic pump body PP series self-priming electric pumps, equipped with 

waterproof plug & power cord and watertight switch, it is suitable for 

gardening, water supply, washing, increase water pressure, etc. It is 

usually can be combined with a pressure switch and a surge tank to be 

used as a Domestic Water System for distributing water.
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Note: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz, 380V/50Hz ets. Models are available on request

: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz

Note: 110V/60Hz, 115V/60Hz, 127V/60Hz, 110/220V/60Hz, 380V/50Hz ets. Models are available on request
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Max Temperature of Fluid up to +40

Max Pressure 8bar 

Max Ambient Temperature up to 40

SP-60

d

c

DNM

D
N

A

b

a

e

f
g

h

i

j

DNM

D
N

A

a

b

c

i

d

g

fe

h


	Ò³Ãæ  1

